
1

0
D Q D Q

DFF

1

0
Programmable

Glitch
or

Debouncing
Filter

PIO_PDSR1[3]

Non-Secure
PIOB

Interrupt

Resynchronization
Stage

EVENT
DETECTORDFF

PIO_CFGR1.IFEN

PIO Clock

Clock
Divider

PIO_CFGR1.IFSCEN

Slow Clock
Secure
PIOB

Interrupt

Secure 
Interrupt

Management

Pad Input 
to input muxing

PIO_CFGR1.PDEN

GND

Integrated
Pull-Down
Resistor

1

0

1

0

1

0

PB3

PIO_CFGR1.PUEN

PIO_CFGR1.OPD
PIO_CFGR1.FUNC

DIR1_3

Integrated
Pull-Up
Resistor

Peripheral A output enable

2Peripheral B output enable

Last Peripheral output enable
for PB3 IO line

1

0

Peripheral A output

2Peripheral B output

Last Peripheral output
for PB3 IO line

PIO_ODSR1[3]

PIO_SODR1[3]

PIO_CODR1[3]

PIO_ISR1[3]

PIO_ISR1[31]

PIO_ISR1[0]

PIO_CFGR1.DIR

FUNC1_3

PUEN1_3

OPD1_3

PDEN1_3

IFEN1_3

IFSCEN1_3

S_PIO_CFGR1.DIR

Note: If I/O management is configured 
in Secure mode, S_* registers are acting,
whereas the others have no effect
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